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Terminal Group Configuration Wizard  

Use the F1 button on any page of a ThinManager wizard to launch Help for that page. 

Visit www.thinmanager.com/TechNotes/Intro/Manuals.shtml to download the full Manual or the ThinManual. 

Terminals can be organized into Groups in ThinManager. Using these Terminal Groups allows a configuration 
to be defined for a group of terminals. Terminals added to a group will inherit the group properties, speeding 
the configuration process. Using Groups can also aid in management because many tasks can be done on 
the group level instead of repeating them for multiple terminals. 

·  Groups can be nested within groups, providing deeper levels of organization. 

·  All Group Settings use a forced inheritance because of the use of nested Groups. Once a setting has 
been selected as a group property, every terminal group and terminal beneath it will use that setting. 

·  Group Settings will be designated on the Configuration and Modules tabs with the Group icon of two 
blue monitors.  

 
ACP ThinManager With Tree 

This picture shows a terminal group called Group1 with two subgroups, SubGroupA and SubGroupB, each 
with two member terminals. 

Note: Group Setting for the highlighted terminal are shown by the two monitor icon. 
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Group Settings Checkbox 

The Terminal Group Configuration Wizard is based on the Terminal Configuration Wizard. The Group 
wizard will have Group Setting checkboxes for each setting. Selecting this checkbox will force that setting to 
be inherited by nested sub-groups and member terminals. The Group Settings of any sub-group or terminal 
will be grayed out to prevent changes if the group setting is selected on the parent. Changes need to be made 
at the Group level. 

 

Group Setting Example on a SubGroup 

This example shows variations in the use of four Group Settings on the Terminal Group Options page of a 
nested group. 

·  Terminal Replacement (1) and Terminal Schedule (2) were configured in the parent group and 
cannot be changed in this child group. Terminal Replacement (1) was set as checked, while 
Terminal Schedule (2) was set as unchecked. 

·  The Terminal Effects (3) Group Setting is selected for this Group. It will be grayed out in child groups 
and member terminals. 

·  The Shadowing (4) Group Setting is unselected, making it available to be set for child groups and 
member terminals.  
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Group Name Page 

The Group Configuration Wizard can be launched by selecting Edit > Add Terminal Group or by or right 
clicking on the Terminals branch in the tree and selecting Add Group. 

 

Group Configuration Wizard - Group Name 

When a Group is first added, giving it a name is the first priority. Use numbers, letters, hyphens (-) and 
underscores (_), but don’t use spaces or other characters. 
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Terminal Groups can be added to Terminal Groups, creating a multi-level hierarchy.  

Select the Change Group button to launch the Select Group window. 

 

Select Terminal Group Window 

The Select Group window will show a tree displaying the group hierarchy. Highlight the Terminal Group that 
you want to join and select the OK button to join or select the Cancel button to quit without joining.  
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Terminal Group Configuration Wizard - Group Name Page 

The parent Terminal Group you joined will be displayed in the Group field.  

Select the Next button to continue the configuration or select the Cancel button to close the configuration 
wizard without saving. 

 

Differences from the Terminal Configuration Wizard 

The Group Configuration Wizard follows the Terminal Configuration Wizard with few differences. 

See Terminal Configuration Wizard at http://www.thinmanager.com/TechNotes/TM_32/32_TerminalConfig.pdf 
for details on configuration. 
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Group Login Information Page 

 

Login Information - Select Individual Terminal Servers 

It is recommended that each terminal login to a Terminal Server with a unique profile. For this reason, the 
Group Username, Passwordand Domainare inactive in the Terminal Group Configuration. These need to be 
set individually during the Terminal Configuration. 

The Initial Program is a setting available to Groups using Individual Terminal Servers. Groups using 
Application Groups will not have that field. 
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Login Information - Use Application Groups  

Terminal Groups using Application Groups do not display the Initial Program field. AppLink instead provides 
the Initial Program function. 
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Group Video Resolution Page 

 

Group Configuration Wizard - Video Configuration 

The Group Video Resolution page has a drop-down box that allows the video resolution to be set for all 
members of the Group.  

Note: Because the monitor size can vary from terminal to terminal it might be wise to leave the Group Setting 
unchecked so each terminal can have an individualized setting. 
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Group WinTMC Settings 

 

Group WinTMC Settings Page 

Because the Group may have WinTMC clients in addition to thin clients the Group Configuration Wizard 
shows the WinTMC Settings page to allow the configuration of WinTMC clients. 

The settings include: 

Redirect Local Resources: 

·  Redirect Serial Ports – Enable this setting to make the local PC serial ports available in the WinTMC 
session. Serial Port redirection does not work when you connect to a terminal server running 
Windows 2000 or earlier. 

·  Redirect Drives – Enable this setting to make the local drives of the PC available in the session. 
Drive redirection does not work when you connect to a terminal server running Windows 2000 or 
earlier. 

·  Redirect Printers – Enable this setting to make a local printer available in the session.  

·  Redirect Sound –Enable this setting to allow audio played in your session to play locally. Sound 
redirection does not work when you connect to a terminal server running Windows 2000 or earlier. 

·   Redirect Smart Cards – Enable this setting to make your PC smart card available in a session. 
Smart card redirection does not work when you connect to a terminal server running Windows 2000 
or earlier. 
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Client Control Settings: 

·  Allow Client to be closed – Enable this setting if you want your user to be able to close the client. 

·  Allow client to be sized – Enable this setting if you want your user to be able to resize the client. 

·  Always maintain monitor connection – Enable this setting to keep the monitoring connection active 
when WinTMC is closed to allow shadowing. Unselecting this checkbox will release the WinTMC 
license when the WinTMC program is closed but will deny shadow access. 

·  Show groups in separate windows – This checkbox, if selected, will display multiple Application 
Groups as separate windows rather than in one window shell. 

Experience Settings: 

·  Show Desktop Background – Enable this setting if you want your user to be able to select a 
Windows Desktop Background instead of a default solid color background.  

·  Show window contents while dragging – Enable this setting if you want the window contents of a 
window to be shown while the window is being dragged within the session.  

·  Show menu/window animations – Enable this setting if you want menu/window animations to be 
enabled in the session.  

·  Show Themes – Enable this setting if you want your user to be able to select a Windows Theme for 
the session.  

Note: These functions may be denied by user policies or terminal server configuration. Check the Microsoft 
Local Policy, Group Policy, and Terminal Services Configuration. See the Microsoft Group Policy at 
http://www.thinmanager.com/TechNotes/Microsoft/GroupPolicy.shtml for details. 

The Group Setting checkbox will lock the settings for the group and all member terminals. 

 Select the Next button to continue configuration or select the Finish button to complete the Group 
configuration. 
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Group Module Selection Page 

 

Terminal Configuration Wizard - Module Selection 

A Module is a component of the firmware that is not needed for the basic functionality but may be desired for 
advanced features. These include Touch Screen drivers, serial mouse drivers, Shared Keyboard and Mouse, 
USB Memory Card Reader, and Instant Failover Modules can be applied to a Group or to individual terminals. 

Terminals that are members of a Group may show icons to represent the properties of added modules. 

·   The Group icon represents modules assigned to a parent Group. 

·   The Group icon with yellow plus sign represents properties that are changed on the terminal 
from the Group settings. This is limited to touch screen calibration.  

·  No icon indicates that the module was added to that particular Group or Terminal and not a parent 
Group. 

See Module Overview at http://www.thinmanager.com/TechNotes/Modules/Modules_Overview.shtml for 
details. 


