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ThinManager Server Configuration Wizard 
Use the F1 button on any page of a ThinManager wizard to launch Help for that page. 

Visit www.thinmanager.com/TechNotes/Intro/Manuals.shtml to download the full Manual or the ThinManual. 

The ThinManager Server Configuration Wizard has global settings that affect the entire ThinManager system. 

The ThinManager Server Configuration Wizard can be launched by: 

·  Selecting Edit > Modify while the ThinMan icon is highlighted in the ThinManager tree, or 

·  Double-clicking on the ThinManager icon in the tree, or  

·  By right clicking the icon and selecting Modify. 

 

ThinManager Server Configuration Wizard 

The ThinManager Server Configuration Wizard starts with an introduction page. 

Select Next to Configure the ThinManager Server settings. 
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Unknown Terminals Page 

 

Unknown Terminals 

The Unknown Terminal page has several settings: 

·  Allow unknown terminals to connect - This checkbox, if selected, lets new terminals be added to 
the ThinManager Server. Replacements and new terminals are prevented if this box is un-selected. 

·  Require password on unknown terminals - This checkbox, if selected, allows use of a password so 
that only authorized personnel can add terminals to the ThinManager Server. If checked, the 
password fields become active and allow the addition of a password. 

·  Enable AutoCreate  - This checkbox, if selected, allows the auto-creation of an array of terminals .  

·  AutoCreate Mask - This field is the base name used in the array of terminals when using Auto-
Creation of Terminals. 

Select the Next button to continue. 
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Terminal Replacement Page 

 

Terminal Replacement 

The Enable Replacement checkbox gives global permission for terminals to be replaced. Un-selecting this 
will prevent all terminals from showing up in the replacement list when a new terminal is added, making 
Create New Terminal the only option. This feature is also available for the Group and terminal level on the 
first page of the corresponding wizard. However, if this checkbox is unselected in the ThinManager Server 
Configuration Wizard, checking it in a Terminal Configuration Wizard will have no effect. 

Select the Next button to continue. 
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Historical Logging Page 

 
Historical Logging 

The Historical Logging page allows the Historical Log and Event Log parameters to be set. 

The Historical Log is the terminal server data displayed on the Graph tab in the Details pane. 

Historical Data - 

·  Maintain Historical Log for X days - This field determines the length of time that the terminal server 
CPU and memory data from the Terminal Server Graph tab is stored. See Details Pane at 
http://www.thinmanager.com/TechNotes/Intro/Details.shtml for an example of the graph. 

·  Clear History - This button will erase the Historical log. 
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The Event Log is the list of events displayed on the Event Log tab of the Details pane. 

Event Log 

·  Maintain Event Log for X days - This field determines how long the event log is kept. 

·  Choose events to log - These checkboxes determine what events are stored in the log. 

·  Terminal Server Events - This checkbox, when selected, records events of the terminal 
servers.  

·  Terminal Events - This checkbox, when selected, records events of the terminal. 

·  Terminal Configuration Changes - This checkbox, when selected, records the changes to 
the terminal configuration. 

·  User Configuration Changes - This checkbox, when selected, records the changes to the 
TermSecure User configuration. 

Selecting the Event Log tab will show the events for the highlighted tree icon. 

 

Event Log Tab 

Details of an event can be obtained by double-clicking on an event. 
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Event Detail 

The Event Details window shows details of the selected event. Select either the OK or Cancel button to 
close. 

Select Next to continue the ThinManager Server Configuration Wizard. 
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System Schedule 

 

System Schedule 

The next page of the ThinManager Server Configuration Wizard is the System Schedule page. This 
allows tasks to be scheduled for the ThinManager Server. 

Select the Edit Schedule button to launch the Event Schedule window. 
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Event Schedule Window 

The Event Schedule window allows events to be scheduled by selecting the Add button when system is 
displayed in the Select Event Category drop-down box.  
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Schedule for Weekly Event 

The Schedule dialog allows events to be scheduled for the ThinManager. The two main events are Run 
Report and Backup Configuration Database. 

Select the desired event in the Event Type drop-down. 

If Run Report is chosen, select the desired report in the Report Template File drop-down. 

If Backup Configuration Database is chosen the backup file will be automatically chosen if the Auto 
Generate Filename checkbox is selected. To use a different filename, uncheck the Auto Generate Filename 
checkbox and enter the desired name in the Report Output Filename. A Browse button will appear to allow 
selection of the file. 

The Repeat Interval radio buttons control the frequency of the event. The time selection varies with the 
Repeat Interval chosen. 
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Schedule for Monthly Event 

Select the appropriate time for the event and select OK to accept the configuration and Cancel to cancel the 
changes. 

While the Event Schedule window is open, other scheduled events can be viewed by selecting the event 
type in the Select Events Category drop-down. The event categories are system (ThinManager Server), 
terminal (Terminals), terminalserver (Terminal Servers) and user (TermSecure Users). 
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Events Schedule 

New events cannot be added for the non-system categories, but existing events can be changed by 
highlighting an event and selecting the Edit button. Events can be deleted by selecting the Delete button. 

The OK button accepts the changes and closes the window. 

Selecting the Next button on the System Schedule page will open the ThinManager Access Permissions 
page of the ThinManager Server Configuration Wizard. 
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ThinManager Security Groups 

Access to ThinManager can be assigned to Windows User Groups on the ThinManager Security Groups 
page. 

 

ThinManager Security Groups 

ThinManager allows different levels of access and functionality based on standard Windows groups.  

Standard Windows groups can be created in the Computer Management console and given different 
privileges in ThinManager. 

ThinManager 3.1 comes with privileges pre-defined for seven groups: 

·  Administrators - The Microsoft defined Administrator group is given all privileges by default in 
ThinManager. This may be denied by unselecting the various Windows User Group Permissions. 

·  ThinManager Administrators have full permission to do anything within ThinManager including the 
power to logoff sessions, kill processes, send messages, restart terminals, calibrate touch screens, 
change terminal configurations, update firmware, update the TermCap, and restore configurations. 
Administrators and members of ThinManager Administrators can shadow terminals and interactively 
control the terminal session. These privileges may not be removed. 

·  ThinManager Interactive Shadow Users - Members of this group may shadow a terminal 
interactively. 

·  ThinManager Power Users can logoff sessions, kill processes, send messages, restart terminals, 
and calibrate touch screens. They cannot change terminal configurations, update firmware, update 
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the TermCap, and restore configurations. ThinManager Power Users can shadow terminals from 
within ThinManager but cannot interact with the session. 

·  ThinManager Shadow Users - Members of this group may shadow a terminal but not interactively. 

·  ThinManager Users can view only. They cannot logoff sessions, kill processes, send messages, 
restart terminals, or calibrate touch screens. ThinManager Users cannot shadow a terminal. 

Additional Windows User Groups can be configured by selecting the Add Group button to launch the New 
Windows Group window. 

 

New Window User Group Window 

Adding a Windows Group name in the Enter Windows User Group Name field of the New Window Group 
window and selecting the OK button will add the Windows User Group to the drop-down list. 

Note: This doesn’t create the user group on any servers. This just adds the name of an existing group to the 
list that ThinManager is maintaining. 
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ThinManager Security Groups Page 

Select the group from the Windows Users Group drop-down. Choose the permissions you want to grant to 
the group by selecting and unselecting the Windows Users Group Permissions checkboxes. Members of 
the Windows User Group will have the selected permissions the next time they login. 

Although ThinManager has Windows User Groups pre-configured with privileges, these groups have not been 
created on the terminal servers. 

To create a Windows User Group, open the Computer Management Console by selecting Start > Settings 
> Control Panel > Administrative Tools > Computer Management. 

 

Created ThinManager Security Groups 

Highlight Groups in the tree and select Action > New Group to launch the New Group window. 
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Microsoft New Group Windows 

Enter the group name in the Group name field. 

Add Users to the Windows User Group by selecting the Add button. 

Select the Create button to finish the Windows User Group creation. Members of the Windows User Group 
will have the selected permissions the next time they login. 

Select Next to continue the ThinManager Server Configuration Wizard. 
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Event Selection Page 

 

Event Selection 

ThinManager has event notification. E-mails or Windows messages can be sent by ThinManager to identify 
changes in the setup, configuration or status. 

Check the desired events, the method of notification, and select Next to proceed. 
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E-Mail or Windows Message Recipients Page 

 

Email or Windows Messaging Recipients  

The desired recipients of the event information can be specified on the Email or Windows Messaging 
Recipients page. 

E-Mail: 

·  SMTP Server - Enter the SMTP (Simple Mail Transfer Protocol) server used by the ThinManager 
Server in the field. 

·  E-Mail Addresses - ThinManager will send an e-mail message to the addresses in this text box when 
an event selected on the Event Select page occurs. 

·  Add - Select this button to add e-mail addresses through the Enter the E-mail address window. 

 

Enter the E-mail Address Window 
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Enter the desired e-mail address in the entry form and select OK. Select the Cancel button to close 
the window without making changes. 

·  Delete - Select this button to delete a highlighted e-mail address from the E-mail Addresses list. 

Messages: 

·  Terminals - ThinManager will send a message to the terminals in this text box when an event 
selected on the Event Select page occurs. 

·  Add - Select this button to add a terminal through the Select Terminal(s) window. 

 

Terminal Selection Window 

The Select Terminal(s) windows will list the terminals configured on the ThinManager Server. 
Highlight the desired terminal and select the OK button.  

·  Delete - Select this button to delete a highlighted terminal from the Terminals list. 
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Email or Windows Messaging Recipients  

When the addresses are configured as desired, select the Next button to configure the ThinManager Server 
for Multicast or select Finish to accept configuration. 
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Multicast Configuration Page 

 

Multicast Configuration Page 

Multicast provides the ability for an unlimited number of terminals to boot simultaneously from the same data 
stream. This feature reduces the amount of network traffic and reduces the amount of load on the 
ThinManager Server when multiple terminals are booting concurrently. This function is especially useful for 
low bandwidth connections and highly utilized networks. 

Smart Multicast allows the terminal firmware to be sent directly to the terminal while a single terminal is 
booting. If additional terminals request the terminal firmware during this time, the firmware will be multicast so 
that all terminals can receive the firmware from a single data stream. If Smart Multicast is disabled, the 
firmware will always be sent as a multicast transmission. 

Multicast is only available on terminals with ACP Boot Loader Version 5.0 and later. No local terminal 
configuration is needed to use Multicast. 

There are two Multicast checkboxes and two buttons. 

·  Maximum Packet Size – This allows the firmware download packet size to be changed, if needed. 

·  Enable Multicast - This checkbox, if selected, enables Multicast. 

·  Enable Smart Multicast - This checkbox, if selected, enables Smart Multicast. 

·  Advanced - This button, if selected, displays the advanced settings. 

·  Load Defaults - This button, if selected, sets the advanced settings back to the defaults. 
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Advanced Multicast Options 

The Advanced settings are provided for advanced users.  

Note: If you do not understand these settings, we recommend that you use the default settings. 

Multicast Settings 

·  Address – This is the IP address that will be used for Multicast transmissions. 

·  Port – This is the destination port that will be used for Multicast transmissions. 

·  Time-to-Live (TTL) – This is the maximum number of router hops for Multicast packets. Setting this 
value to 255 allows for unlimited hops. 

IGMP Settings (Internet Group Management Protocol) 

·  Version – This sets the IGMP version for use with multicast capable routers. 

·  Time-to-Live (TTL) – This sets the time-to-live value for IGMP packets. 
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Shadow Configuration Page 

ThinManager allows the port used for shadowing to be configured. 

 

Shadow Configuration Port 

ThinManager uses port 5900 as the default port for shadowing. Entering a different port number into the 
Shadow Port field will change the port used if it is in conflict with another processes use of the port. 

Select Finish to accept changes or select Cancel to close without making changes. 
 
 
 


